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 Navigationkey  
 

  
 ENTERkey 

  
ENTERkey  

  
 CANCELkey 

 
  

 LEDforMWI  
 

  
 Adjuststhevolume 

 
  

 Turnthecasingspeakeron/off  
on/off  
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 HOLDkey  
 

  
 DNDkey  

 
  

 HELPkey 
IP MAC  
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 Snom320 IP  
< 8.4 > 

HELPk ey Information  
IPAdr MAC Version IPAdr  

< 8.7 > 
Menu   5 Maintenance  1 System Info  

 web  
Snom320 PC web  

IP  
  

http://( IP )/    192.168.001.002 http://192.168.1.2/ 
 

 
  

/   
  

 
  

http://192.168.1.2/
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 web Identity1  

Displayname & Account  10  
  
Password    

 
  
Registrar  & OutboundProxy άΥ25060έ  
β Voip3XXX ":25060"  

  
Authentication Username 10  
  
Displaytextforidlescreen  
  
  

Apply  
Some settings are not yet stored permanently. Save   

Apply Save  
  
 
  

 
 

Ringtone Apply Save  
PlayRinger  

Volume  
  

:25060 

:25060 
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 NAT  

Keepaliveinterval(seconds)  20  
   

Apply Save  

 RTP  

₩  : G.711u  
G.711u ₩   

 
RTP Encryption  ON 

OFF  
 

Save  

< 8.4 > 
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< 8.7 > 

< 8.4 > 

Codec : pcmu,telephone-event  

RTP Encryption  OFF  
 

Apply₉ Save₉  
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 Preferences  

WebinterfaceLanguage: English  
  
  
Language: English  
  
  
NumberDisplayStyle: Number  
  
  
ToneScheme Japan  

Apply Save  
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FunctionKeys   
  
HELPNumber HELP  
  
  
TRANSFAR Type  DTMF  
  
  
TRANSFARNumber #9  
   
  

Apply Save  
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 Advanced  

NTPTimeServer ntp.jst.mfeed.ad.jp  
  
  
NTPRefreshTime(sec)  +9Japan(Tokyo)  
               Apply Save  
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 QoS/Security  

Filter Packets from Registrar off   
 

Apply Save  
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 SIP/RTP  

TimerSupport(RFC4028) off   
Network Identity(port)   50000₩60000  

 
  A 50000 B 50001 
 

Apply Save  

 Update  
     
    /  
    Apply  

UpdatePolicy  Never update, do not load settings  
  
SubscribeConfig off  
  
PnPConfig on  
  

 Apply Reboot YES  
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КѯѢюсѢѶ 

 
 

Settings  

Click here to save the settings.  here  
 
 
 

 http:// IP  /settings.cfg  

 
 

SIP  
 


